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WARNING: 
¶ To Prevent Data corrupt and video data loss it is recommended to install the 

DVR system on UPS (battery backup). Failing to install the system on a 

battery backup may VOID Warranty  

¶ bŜǾŜǊ ǳƴǇƭǳƎ ǘƘŜ !/ ǇƻǿŜǊ ŦǊƻƳ 5±w ǿƘƛƭŜ ƛǘΩǎ ƻƴ ŀƴŘ ƻǇŜrating. To 

properly restart or power off the DVR please login as admin and click on 

Setup, select System Shutdown and on the drop menu select either 

shutdown or restart. Failing to properly restart or shutdown the system may 

VOID warranty 

¶ Please avoid excessive humidity and dusty/dirty area.  

¶ Allow adequate ventilation for system cooling and avoid blocking the fan for 

proper air circulation.    

 

 

 

 

 

 

 



pg. 3 

 

I. CONNECTING THE DEVICE. 

 

 Before powering up the system make sure to connect the video inputs/outputs, network cable and USB mouse.  

Refer below for basic connection. 

1. 16 channel ES series connection diagram.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. PTZ, sensors and relays connection diagram ES series. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RS485 or the AB 

Connecting Port  

3 Relay Connections  

RS485 or the AB 

Connecting Port  

4~8 Sensor Inputs  

16 Sensor Inputs  

RS485 or the AB 

Connecting Port 

for PTZ camera 

RS485 or the AB 

Connecting Port 

for PTZ camera 

3 Relay Connections  3 Relay Connections  3 Relay Connections  
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3. E and EX series connection diagram. 

 

4. PTZ, sensors and relays connection diagram for E and EX. 

 

 

 

 

 

 

 

 

 

6 Relay Connections  8 Sensor Inputs  

RS485 or the AB 

Connecting Port 

for PTZ camera 
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5. Controlling the PTZ with the Remote Control. 

  Note: User must be login and must have PTZ control privileges.  

 

 

 

 

 

 

 

 
 

 

 

 

 

OSD  PTZ Control Function Remote Control equivalent 

 
Move the PTZ Up, Down, Left and Right 

 

 Zoom out ( - ) 
 

 Zoom in ( + ) 
 

 Focus  out ( - ) 
 

 Focus  in ( + ) 
 

 Iris close ( - ) 
 

 Iris open ( + ) 
 

 
PTZ speed 

 to  

 Page Switch 

 

Close Close PTZ window 
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II. HOW TO CONNECT THE DVR TO THE NETWORK AND INTERNET. 

 

1. Assigning Network IP Address. 

  DVR must be assigned an IP address, subnet mask and gateway. To know what network settings to use, open 

Windows command prompt on a pc connected to the same network as the DVR and type ipconfig to get the network 

status of the existing computer. 

                        
                              ipconfig result      network status 

 

The Subnet Mask and Default Gateway will remain the same on the DVR but the IP address would be different mainly 

the last octet or number. Each device on the network must have its own unique IP address. On the ipconfig example 

above the IP address is 192.222.221.10, 10 being the last number. So assign to the DVR any last number between 2-9 

and 11-254.  

 To assign the IP address click on  then  then , network setting interface as shown 

 
After assigning the IP address save the settings by clicking Save button, then do a menu restart. 

 

Note: If router has DHCP enabled, make sure to stay away from the DHCP IP address range to prevent network conflicts. 
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2. Port forwarding. 

 

     To access the DVR over the Internet, user must forward the HTTP port and TCP port. Each router has a unique 

way of port forwarding some routers call it pin holes or virtual server but all of them will always have a common 

requirement. The default ports needed to be forwarded are 80tcp, 554tcp and 4000tcp. 

If you do not know how to Port Forward on your model of router please ŎƻƴǘŀŎǘ ǘƘŜ ǊƻǳǘŜǊ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ 

technical support number or refer to http://www. portforward.com to look up examples of port forwarding for your 

model of router.  

Below is an example of how to port forward on a Linksys router 

 

1. Name                 - User can use any name                                    - ex. DVR 80 and DVR 4000 

2. Device IP address - the embedded DVR IP address                       - ex. 192.222.221.98 

3. Ports to forward       - 80 HTTP port, TCP 4000 and 554 rtsp                     - ex. 80, 4000 and 554 

    - External/public port - 80, 4000 and 554     

    - Internal/private port - 80, 4000 and 554 

    - Port range   - 80 to 80 554 to 554 and 4000 to 4000 

4.  Source IP address - if user knows the IP address that will connect to the DVR or use the default, which 

would be any 

 

 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

On the status page of the router make sure it contains the 

public IP address. If the Internet/WAN IP address starts with 

мфн ƻǊ мтн ƻǊ млΣ ƛǘ ƳŜŀƴǎ ǘƘŜ L{tΩǎ ƳƻŘŜƳ ƛǎ ǊƻǳǘƛƴƎ ƴƻǘ 

bridging. Please contact the Internet Service Provider technical 

support for help on how ǘƻ ōǊƛŘƎŜ ǘƘŜ L{tΩǎ ƳƻŘŜƳ. 

 

bƻǘŜΥ tƭŜŀǎŜ ŘƻƴΩǘ ǳǎŜ 5a½Φ 
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3. DDNS  

If the public IP address is dynamic meaning it changes from time to time, users would need a dynamic dns 

service provider, so that the DVR will still be accessible even when the external IP ŀŘŘǊŜǎǎ ƻŦ ǘƘŜ 5±wΩǎ ƴŜǘǿƻǊƪ 

changes.  

A. Register with www.viewdvr.com and remember the site name, which is needed on the Embedded system. 

Please note register a site name maximum 10 characters in length and no spaces should in the site name. 

The site name is also case sensitive. 

 B. Input these settings on the DVR system DDNS found under DVR SETUP-NETWORK-ADVANCED SETTING 

                   DDNS type-Videon DDNS     

     Server IP  - 66.163.26.245 

     Port - 7070 

     Site Name - the site name that was registered in www.viewdvr.com 

                   Username - leave blank if using Videon DDNS 

     Password - leave blank if using Videon DDNS 

 Note:  Always register a new Site Name when installing a new system. 

4. Remote Connection 

 There are two ways to connect to the Embedded DVR.  

 4.1 Using Internet Explorer, go to www.viewdvr.com type in the site name and click ok 

 

 

 

 

 

 

 

 

 

 

 

 Click Connect to open the Web View. Input user name and password and click login 

                    default username: admin  default password: 1234  

 

 

 

 

 

 

 

 

 

 

 

 

 

Note: Please see the guide on the CD on άHow to enable active X?έ 

Click OK 

Login 
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5.2 64 Channel NVR Client 

Install the NVR Client Software and add the sites 

 

 

 

 

 

 

 

 

Example 1: By Direct IP address 

 

 

Server Name: Any Name    

IP Address: the direct IP address of the system 

Port: Service/TCP Port or default on system would be 4000 

User Name: Use to login on DVR 

Password: Use to login on DVR 

Total Channel: number of cameras 

IP Device Name: use E series DVR 

Stream Type: Main Stream ς for best image quality   

            but uses a lot of bandwidth     

           Sub Stream - for better frequency view 

Leave the other settings as default, if not needed. 

 

    Example 2. By DDNS 

 

 

Server Name: Any Name    

IP Address: 66.163.26.245 

Port: Service/TCP Port or default on system would be 4000 

User Name: Use to login on DVR 

Password: Use to login on DVR 

Total Channel: number of cameras 

IP Device Name: use E series DVR 

Stream Type: Main Stream ς for best image quality               

            but uses a lot of bandwidth     

            Sub Stream - for better frequency view 

Leave the other settings as default, if not needed. 

 

 

 

Click 
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Click Ok then, click Save to save the sites.  

After adding the Site Click on ALL button to view the cameras. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Click here to connect all cameras 
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III. Setting the DVR Schedule  

 

1. Manual Record.  

 To open the Manual Record menu and enable  

Scheduled Recording, on the Main Menu select Advance  

Setup and then click on Manual Record or on the front panel 

 of the DVR press the REC button. On the Manual Record 

 ǿƛƴŘƻǿ IƛƎƘƭƛƎƘǘ ά!ƭƭέ ƻƴ {ŎƘŜŘǳƭŜΦ /ƭƛŎƪ hY 

 

 

2. Setting the Schedule:  

 By default the DVR is set to 24hrs motion recording. Note:  ¢ƘŜ ά!ƭƭέ ōǳǘǘƻƴ ƻƴ ǘƘŜ ǘƻǇ ƭŜŦǘ ŎƻǊƴŜǊΣ 

when click, will fill the whole graph to the current selection.  

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 
 

 

Always Record Stop 

Recording 

Scheduled Recoding 

RecodingodingReco

rding 

The top row buttons when click will fill the 

graph to the current selection, on their 

respective column only.  

 

The first column buttons when click will fill the 

graph to the current selection, on their 

respective row only.  

 

Recording 

section 

Recording Time 

by the hour 

 

Camera 

 

Recording Days 

 

This will change all 

the colors of the 

graph to current 

selection 
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Example 1. Schedule the DVR for weekday Normal recording (always record) from 9:00am to 5:00pm and                     

motion recording for the rest of the day. And for weekends Motion Recording for 24hrs.  

Open the Recording Schedule in the DVR Setup Menu and:  

1. Set the Schedule for all cameras. By selecting the all button 

2. Select the Motion button.   

3. {ŜƭŜŎǘ Ǌƻǿ άaƻƴέ ŦƻǊ aƻƴŘŀȅ ŀƴŘ ŎƭƛŎƪ ǘƘŜ ƎǊƛŘ ŦƻǊ ф ǘƻ мт  

4. Do the same thing for Tue, Wed, Thu and Fri 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

5. Click Save to exit 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1 

2 

3 and 4 1 3 and 4 3 and 4 

5 
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IV. DVR Search & Backup Procedures  

 

 Before beginning any backup procedures, make sure to use blank media or a USB drive that  

is supported by the DVR. The DVR's drive tray will show what type of media it supports, if it shows only CD it mean will 

only support CD's but if it shows DVD and CD it can support both media. Make sure to insert the CD, DVD or USB drive 

before starting the backup procedure, inserting it while in the backup window may cause it not to be detected.  For USB 

drives make sure that the drives are in FAT32 format.  

 

There are two ways to start a backup, highlighted below, they are:  

¶ {ŜŀǊŎƘƛƴƎ ŦƻǊ ǘƘŜ ǾƛŘŜƻ ȅƻǳ ǿƛǎƘ ǘƻ ōŀŎƪǳǇ ƛƴ ǘƘŜ ά{ŜŀǊŎƘέ  

window  

¶ Searching by time and date in the Video Backup menu  

¢ƘŜ ŦƻƭƭƻǿƛƴƎ ǎǘŜǇǎ ǿƛƭƭ ƎǳƛŘŜ ȅƻǳ ǘƘǊƻǳƎƘ ōŀŎƪƛƴƎ ǳǇ ǘƘŜ ŦƛƭŜǎ ŦǊƻƳ ǘƘŜ ά{ŜŀǊŎƘέ ǿƛƴŘƻǿΥ  

1. Login to the DVR. Pressing the login button  

2. Enter the Username/Password. (Default: admin / 1234)  

оΦ {ŜƭŜŎǘ ά{ŜŀǊŎƘέ ǘƘƛǎ ǿƛƭƭ ƻǇŜƴ ǘƘŜ {ŜŀǊŎƘ ²ƛƴŘƻǿ  

 

 

 

 

               3.1 Enter the time/date at the top-left corner and the 

channel numbers you want to view on the top-right.  

 3.2 Double click on the file to start playing the video. To 

make a backup, place a check mark next to the videos you 

want to save using the file list on the right or double click 

on the file to start playing.  

 оΦо {ŜƭŜŎǘ ǘƘŜ ά.ŀŎƪ ¦Ǉέ ōǳǘǘƻƴ ƻƴ ǘƘŜ ǘƻǇ   ǊƛƎƘǘΤ ǘƘƛǎ ǿƛƭƭ 

open the backup window as seen below  

  

 

 

 

                                                                       

3.1 

Rec

odin

godi

ngR

ecor

ding 

3.3 

3.1  3.1  

Click to start 

backup 

 

Select here for USB Drive or 

CDRW/DVDRW 

3.2 
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V. Mobile Phone Setup and Software Installation. 

 

1. DVR Setup. 
 Set the Embedded DVR Transmission Stream to make the  
device suitable for the mobile phone monitoring. It is located in  
Setup, DVR Setup and Compression.  

 
Note:  Mobile phone monitoring only supports the embedded  
DVRs with dual stream function.  
   
The encode interface is shown as. Refer to the  following setup: 

 ̧ Resolution: CIF/QCIF. 
 ̧ Frame Rate: The value ranges from 5 to 10. 
 ̧ Bit rate type: CBR 
 ̧ Bit Rate: 64-256Kb/S 

 Adjust the setup according to the mobile phone performance and network environment. Lower the Frame Rate 

or Bit Rate to adjust for video fluency. 

2. Account 

 For mobile phone account, please make sure it is reusable (support multiple users login using the same account 

name) and has PTZ control right.  

 
 

3. BlackBerry Phones. 

 The software will only support Blackberry 9000 series and higher (Version 4.6.0) and has RTSP support. Please 

refer to the Blackberry software installation manual to install monitoring software. The 

monitoring software for the BlackberryΩǎ should be located on the CDs that goes with 

the system. 

  

 3.1 Software. 

 After the installation of the software, the software shortcut menu will display 

 on the download section of the Blackberry.  Click the  button. 
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               Device IP: Device IP or domain name.  

 ̧ Device port: Device login port.  
 ̧ User name: Please input the user name here. 
 ̧ Password: Please input the corresponding password. 
 ̧ Network: Please select the network here. It includes two options: WiFi/Other. 

 

For convenience in login the mobile phone monitoring software can remember the recent login device 

information. 

If login fails, please check: 

 ̧ Input information is valid. 
 ̧ Server is running properly. 
 ̧ Network connection is OK (please access a site via web browser and make sure to the Internet.) 

 
3.2 Main Interface 

  After logging in, the interface is shown. 

 ̧ Channel: Select a channel to view the camera 
 ̧ Back: Click it to exit current interface. 
 ̧ Exit: Exit the monitor software. 

 

 

 

 

 

 

 ̧ Camera: Go to channel setup interface. 
 ̧ PTZ: Display/Hide PTZ. 
 ̧ Full: Click it to go to the full-screen display mode. Click the 

rolling ball to exit the full-screen mode. The ñspaceò button is the 
full-screen short cut button.  

 ̧ Set: Go to video monitor setup interface. 
 ̧ Exit: Exit current monitor software. 
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 3.3 PTZ Control  

 Please select the PTZ button to go to the PTZ operation 

 interface. Use the rolling ball to select the corresponding 

 button.  In the full-screen mode, can use the rolling ball 

 directly to control the PTZ direction. In video monitor mode, use 

 E/S/X/F to correspond to the up/down/left/right PTZ operation. 

 

 

 

 

 3.4 RTSP 

 Click set button and see the following interface.  

 ̧ RTSP port: Set device listening port. Default value is 554. 
 ̧ Stream type: Select the stream type. It includes two options: 

main stream/extra stream. 
 

 3.5 Exit  

 Select exit button, select the Yes button, to exit the mobile 

 phone monitor  software. 

 

 

4.  IPhones 

 The Software support for has the following features, IPhone support for real-time video view and support 

PTZ control operation for IPhone 3G.  

 4.1 Software Installation 

  Please follow the steps to install the software. 

  1) Please go to the App Store to install the software.  Or 

  click on the link provided: 

  http://itunes.apple.com/app/mvs/id366176719?mt=8 
  2) Search for MVS to find the software. 

  3) Click the MVS software to begin the installation. The 

  interface is shown as below after the installation 

 

http://itunes.apple.com/app/mvs/id366176719?mt=8
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4.2 MVS softwareôs initial interface. 

Please refer to the following sheet for detailed information. 

     Important  

 The snapshot image is saved in default iPhone image folder.  

5.3 IPhone setup  

Adjust the setting of the IPhone software to match DVRs network 

setup. Please click  button to modify the setup.  

 ̧ Address: DVR IP in WAN or dynamic domain. 
 ̧ Port: DVR port value. 
 ̧ User ID: The user name to login the dvr. 
 ̧ Password: The password to login the dvr. 

 When holding the IPhone horizontally, the system goes to the full-

screen automatically. 

 
PTZ up 

 
PTZ right  

 
Zoom in  

 
Focus + 

 
Aperture + 

 
Channel 1 

 
Channel 2 

 
PTZ down 

 
PTZ left  

 
Zoom out  

 
Focus - 

 
Aperture - 

 
Channel 3 

 
Channel 4 

 
Play/Pause  

 

Full-screen/ 

normal screen   
Snapshot  

 
Setting 

 
About  

 

Next channel 

group  
  

3 


